SFS FM-200 Fire Suppression System
System Component Datasheet

% S-TECVINA

. . DT-SFS-FC50E Rev 1.1
Flexible discharge hose DN50 and Etfoctive: July 2019

check valve
P/N SFS-FC50

FEATURES

e Stainless Steel Braided e Easy for installation

e Check valve intergarted e Provide with welded adaptor
DESCRIPTION

Flexible discharge hose is used to connect the 140L FM-
200 cylinders to discharge piping or cylinder manifold. The
hose has a thread fitting at both end.

The flexible discharge hose DN50 has welded with check
vavle. Check valve is mandatory requirement as item
6.2.4.4 TCVN 7161-1 when two or more cylinders are
connected to the same manifold. Check valves shall
prevent extinguishant loss from the manifold if the system
is operated when any containers are removed for
maintenance.

INSTALLATION

The stainless steel flexible braid hose will be installed
vertically as shown in the diagram below.

SPECIFICATION

Design pressure 42 bar

Test pressure 58 bar

Test method K(_aep test_ pressure in 5
minutes without leak.

Material Stainless steel

Wire Mesh Material Stainless steel

Cylinder connection Female thread 2”

Female thread 2” (Welded
Pipe / manifold connection | adaptor will be provied
included)

ORDERING INFORMATION

The part number for ordering the flexible discharge hose
DN50 with check valve is SFS-FC50.
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application. The product must be properly applied to work correctly.|If you
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The SFS FM-200 system are designed and manufactured under
license from S-TEC SYSTEM (Trademark AnyFire(HFC-
227ea)™). Address 82, Sangdeok-ro, Jiksan-eup, Seobuk-Gu,
Chaonan-si, Chungnam 31038, KOREA. The calculation
software use AnyFire(HFC-227ea)™ logo.

FM-200 is a registered trademark of The Chemours
Company FC, LLC. 1007 Market Street Wilmington,
DE19899 United States of America (USA)
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