Fike® DATA SHEET

METAL CONVENTIONAL MANUAL PULL STATIONS

DESCRIPTION FIRE ) ALARM’

Fike’s conventional line of metal pull stations are high quality, cost-effective series of manual fire alarm and
suppression pull stations. They are designed to meet multiple applications with the installer and end-user in | ‘ :

BULL DOWN

mind. The come in a variety of languages and models ranging from single and dual action to explosion proof
and institutional versions as well to meet your specific application.

This family of pull stations provides conventional and intelligent control panels such as the CyberCat® and
Cheetah® Xi, with an alarm initiating input signal. Its innovative design, durable construction, and multiple
mounting options make them simple to install, maintain, and operate.

FEATURES ~
¢ Aesthetically pleasing, highly visible design
Painted Die Cast Housing

14 Gauge Plated Steel Back Plate
Corrosion Inhibited Surface

4 Position Terminal Block

Single Gang Mounting

10 Amp Snap Action Switch

Key lock access

Easy glass rod replacement, no additional tools required APPROVALS:
Single and Dual Action models available o UL

“Fire” and “Fire Suppression Release” models available e FM
Explosion and Institutional models available e CSFM
Available in English, Spanish, and Portuguese

SPECIFICATIONS l "y i
<
Electrical i}
Switch: 10 amp @ 120 VAC 1/ e UI_
Gold Contact: 1.0 amp @ 120 VAC p & ©

APPROVED

Key Switch: 0.5amp @ 30VDC N\

Dimensions <
Standard: Width ~ 3.200in 3
Length 4.750in 3
Depth  0.875in
RMS-DAH: Width 3.325in
Length  4.750in
Depth  1.625in
RMS-LP/LPH: Width 3.200in
Length  4.750in
Depth  1.500in

Weight

Standard: 15.5 0z
RMS-DAH: 1lb9oz
RMS-LP/LPH: 1lb4oz
Mount:

Single gang
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ORDERING INFORMATION

Fike P/N Mfg P/N

Description

Fire Alarm

20-1833 RMS-1T-KL

SPST Single Action RSG Keyed Metal “Fire” Manual Pull Station

20-1834 RMS-1T-KL-PT

SPST Single Action RSG Keyed Metal Portuguese “Fire”(FOGO) Manual Pull Station

20-1835 RMS-1T-KL-ES

SPST Single Action RSG Keyed Metal Spanish “Fire”(Fuego) Manual Pull Station

20-1836 RMS-1T-KL-LP

SPST Dual Action RSG Keyed Metal “Fire” Manual Pull Station

20-1837 RMS-1T-KL-LP-PT

SPST Dual Action RSG Keyed Metal Portuguese “Fire”(FOGO) Manual Pull Station

20-1838 RMS-1T-KL-LP-ES

SPST Dual Action RSG Keyed Metal Spanish “Fire”(Fuego) Manual Pull Station

Suppression

20-1839 RMS-1T-KL-LP-S

SPST Dual Action RSG Keyed Metal “Fire Suppression Release” Manual Pull Station

20-1840 RMS-1T-KL-LP-S-PT

SPST Dual Action RSG Keyed Metal Portuguese “Fire Suppression Release”
(Disparo de Supressao de Fogo) Manual Pull Station

20-1841 RMS-1T-KL-LP-S-ES

SPST Dual Action RSG Keyed Metal Spanish “Fire Suppression Release”
(Descarga Sistema de Supresion) Manual Pull Station

Weatherproof

20-1842 | RMS-1T-KL-LP-WP

| Weatherproof SPST Dual Action RSG Keyed Metal “Fire” Manual Pull Station

Explosion Proof

20-1843 | RMS-EXP-1T-KL-LP

| Explosion proof SPST Dual Action RSG Keyed Metal “Fire” Manual Pull Station

Institutional

20-1844 | RMS-1T-KL-KO

| Institutional “Fire” Key Operated Only Manual Pull Station

Spare Parts

20-1092 | RMS-GR

| Glass rod replacement
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